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^ Tn the Haims 

1 . (Amended) In a CDMA n e twork, a Amethod for controlling a pilot power of a 
cell, said method comprising: 

determining a transcoder loss per frame within X]ic cell; sad 

computing a cell performance ma t rix metric of the cell when the 
transcoder loss per frame is equal to or greater than a threshold lvalue; 

computing a cluster performance metric of a cell cluster associated with 
the eel] when the transcoder loss per frame is equal to or ereater than a threshold value, 
the cell cluster: and 

conditionally decreasing the pilot power of the cell when the cell 
performance metric is less than the cluster performance metric j: 

2. (Amended) The method of claim 1, wherein the cell performance raata* metric 
is computed according to : ! j 
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3. (Cancelled) 
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4. (Amended) The method of claim 3- i, wherein the cluster performance matrix - 
metric is an average of each cell performance matrix metric for each cell within the cell 
cluster, and each cell performance matrix metric is computed according to: 
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5. (Cancelled) 
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6. (Amended) The method of claim 3> J_, further comprising: 

conditionally increasing the pilot power of the cell when the cell 
performance matrix metric is equal to or greater than the cluster performance matrix 
metric . 

Claims 7-12 have been cancelled. 
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13, (Amended) A GDMA network, comprising: 
a cell having a pilot power, 

means for determining a transcoder loss pea: frame within a cell; and 

means for computing a cell performance m a trix ipetric of the cell whon the 
transcod e r loss - per - framo ic equal to or gr e ater thon - a - th fefib oldjyalu e ; 

means for computing a cell cluster performance metric of said cell cluster; 
and ' ~[j 

means for conditi onally de feasing the pilot povfer of the cell by a fixed 

increment when the cell performance metric is less than the cellicluster performance 

r ■ — 

metric. !; 



14. (Cancelled). 

15. (Cancelled). 

1 6. (Amended) The GBMA network of claim 44 13, farther comprising: 

means for conditionally increasing the pilot power of the cell by a fixed 
increment when the cell performance matrix metric is equal to or greater than the cluster 
performance matrix metric . 



17. (Amended) A computer readable medium storing a computer program 
for controlling a pilot power of a cell within a CDMA network, said computer readable 
medium comprising: 

computer readable code for determining a transcoder loss per frame within the 
cell; and 

computer readable code for computing a cell performance matrix metric of the 
cell when tho tr anooodor loss per fromo ia equal to - or - gr e at e r than a diroshold valuo. 

computer readable code for computing a cluster performance metric of a cell 
cluster of the CDMA network that is associated with the cell: and 

computer readable code for conditionally decreasing the pilot power of the cell 
when the cell performance metric is less than the cluster performance metric. 



18, (Amended) The computer readable medium of claim 17, wherein the 
cell performance matrix metric is computed according to: 
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CellPerformanceMetric = 



19. (Cancelled). 
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20. (Amended) . The computer readable medium of claim 4£ 17, wherein the 
cluster performance matrix metric is an average of each cell performance a aaak- metric 
for each cell within the cell cluster, and each cell performance matrix metric is computed 
according to: 



CellPerformanceMetric = 
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21. (Cancelled). 

22. (Amended) The computer readable medium c f claim -W 17. farther 
comprising: 

computer readable code for conditionally increasing the pilot power of the 
cell when the cell performance ma&we metric is equal to or greater than the cluster 
performance matrix metric . 

23. (Amended) A method for controlling a pi lot power of a cell within a 
CDMA network, said method comprising; 

computing a cell performance matrix metric of the cell; 

computing a cluster performance matrix metric of a cell cluster associated 

with the cell; 

controlling the pilot power based upon a computation of the cell 
performance matrix metric and a computation of the cluster performance matrix metric, 
wherein the pilot power of the cell is decreased when the cell performance metric is less 
than the cluster performance metric . 



Claims 24-26 have been cancelled 
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